LONGLIFE WELD SDN. BHD.

J | A o Medium Industrial
PMC 25 E P"’GEEEI e High Industrial

Specification :
WELD S

® “Welding Process
® FEesistance Spot Welding

ADVANTAGES OF Wik

® Food working performance through thyristor controlled circuit eliminating contractaors.
® T.ong serviceable life.
® Dower saving though usage of high quality conductive material and superior secondary circuit.
® FEfficient after cooling circut.
® T.ower exhaust noise through unique construction
® Safe usage through high insulation techniques.
® 2 vears limited warranty.
Technical Characteristics PMC 25
EVA 25
Rated Primary Voltage W 2307415
Fated Frequency HE 50/ 60
Rated Maxirum Input EVaA 45
Duty Cycle Yo Q2
Dimensions of Throat  |Depth Openuing ggieg] 330
Depth ggieg] 150
Tip Holder Diameter Length E 12523
Tip Diameter Taper ggisg] 16
1/5 1/5
M azimum Electrode Force Fg 420
Cuantity of Cooling Water L/rmin &
MNet Weight (Approximate] Eg 166
Length ggieg] 230
Dimension Width T EL )
Height T 1120

*Please note that the specification may vary within each country. Specification are subjected to change without notice.

For Any enquiries on Welding and Consumable products please contact: For Enquiries on Robotic and Automation products, please contact:

Longlife Weld Sdn Bhd Robotic & Automation Department

No. 203, Jalan Pasir Puteh, 31650 Ipoh, Perak D E. Malaysia. Attn: Mr. Leong Keng Fu (+6012 - 501 7266)

Tel : +605 - 254 7484(Hunting Lines) Fax - +605 - 255 8923 Attn: Mr. Hong Chee Wi (+6012 - 503 3069)

Attn: Mr. Leong Keng Fu (+6012 - 501 7266) Email : lliprobot(@gmail com / wimrobothong@yahoo.com
Email : enquiry(@longlifeweld com my Tel/Fax : +605 - 322 7963

Kuala Lumpur Branch Office

No. 25, Jalan 2/152, Taman Penndustrian OUG, Batu 6, Jalan Puchong,
58200 Kuala Lumpur, Malaysia

Tel : +603 - 7784 2151/2152 Fax : +603 - 7784 2150
Attn: MrLeong Keng Fu (+6012 - 501 7266)

Email : enquiry(@longlifeweld com my




